


Sequentia Structoglas
- Sanitary
  Stain, mildew, mold and

 HYPERLINK "http://www.kemlite.com/structoglas/str_products.cfm" \l "#"  
  bacteria resistant.
- Impact Resistant
  High strength-to-weight ratio. 
  Won't scratch or dent like
  metal.

- Never Needs Painting
  Textured surface resists
  scratches and abrasions for a
  finish that lasts.

- Easy To Install
  Use standard tools and FRP adhesive

- Durable
  Resistant to shrinkage and expansion due to moisture

Structoglas frp, is an easy-to-clean wall and ceiling panel made of fiberglass reinforced plastic. Structoglas will not rot, corrode, stain, dent, peel, or splinter in the toughest conditions. Structoglas panels install as easily as common wall board on solid substrates. 

Structoglas is available in different colors and finishes, and can be cut and drilled for easy installation. Accessories such as moldings and rivets are also available to complete the installation. 

Structoglas is used in a wide variety of applications where ease of cleaning, sanitation or abuse resistance is required and meets USDA/FSIS requirements. Applications that use Structoglas 

	Commercial
	Retail

	· Restaurant Kitchens 

· Public Bathrooms 

· Car Washes 

· Convenience Stores 

· Supermarkets 

· Breweries 

· Amusement Park Facilities 

· Ceiling Tile 
	· Garages 

· Workshops 

· Laundry Rooms 

· Bathrooms/Bath 

	Institutional
	Agricultural

	· Food Processing 

· Hospitals 

· Nursing Homes 

· Locker Rooms 

· Veterinary Offices 

· Kennels 

· Schools/Day Care Centers 

· Laboratories 

· Clean Rooms 
	· Animal Confinement 

· Storage Sheds 
· Ceilings 

· Campgrounds 


	Class A Fire Rated Embossed 
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Structoglas FRFR 
Many building codes require that interior finish products meet a Class A, B, or C fire rating. This is defined by flame spread and smoke development and the test results determine how the product is rated. The lower the flame spread and smoke development, the higher the rating. 

Structoglas FRFR (Class A fire rating) is accepted by all major building codes for use where fire ratings require a Class A rating - per the ASTM E-84 test method. 

Click here for technical data information. 
Back to top 

	Class C Fire Rated Embossed 
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Structoglas FTST
Many building codes require that interior finish products meet a Class A, B, or C fire rating. This is defined by flame spread and smoke development and the test results determine how the product is rated. The lower the flame spread and smoke development, the higher the rating. 

Structoglas FTST panels (Class C fire rating) meet all minimum building codes and USDA/FSIS requirements. 

Click here for technical data information. 
Back to top 

	Class A Fire Rated Smooth 

	Structoglas FSI
Structoglas FSI (Class A fire rating) has a smooth finish and is acceptable for use as wall and ceiling panels. 
Click here for technical data information. 
Back to top 

	Class C Fire Rated Smooth 
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Structoglas FSQ
Structoglas FSQ (Class C fire rating) has a smooth finish and is acceptable for use as a wall and ceiling panel. 
Click here for technical data information. 
Back to top 

	

	Class C Fire Rated Pre-Laminated Panels 
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Structoply 
Structoply is fabricated by laminating a Structoglas frp panel to a rigid substrate, such as oriented strand board (OSB), plywood, or fluted polypropylene. The resulting Structoply panel has structural strength and rigidity, allowing fast and easy installation directly to studs on the wall or ceiling. 

Structoply is used in a wide variety of applications where durability and ease of installation are a must. 

Click here for technical data information. 
Back to top 

	Accessories 

	Titebond® FRP Adhesive 

Number One Recommended Adhesive in the Industry!
Formulated with proprietary emulsion polymers specifically designed for FRP substrates
Click here for more information.
Click here for MSDS information. 


Back to top 
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Vinyl Moldings
For professional looking panel installations, and maximum moisture sealing effectiveness, use Structoglas color coordinated, non-staining vinyl moldings and rivets. 

Click here for technical data information. 


